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Fields of application

■ For indoor use.

■ Cementitious smoothing compound

to smooth and level floors prior to the

installation of

- textile and resilient floorings,

- parquet or laminate flooring to be

glued.

■ For the production of smooth and

level surfaces.

■ To level

- cementitious substrates

- calcium sulphate screeds

- magnesite screeds

- mastic asphalt screeds

- non-absorbent substrates.

■ For layer thicknesses from 0.5 to 

15 mm; for parquet or laminate

flooring to be glued from 2 to 15 mm;

on mastic asphalt screeds from 

2 to 5 mm.

■ Suitable for

- underfloor heating

- exposure to chair castors at a layer

thickness of min. 1 mm.

Features and benefits

■ Very low emission PLUS, 

GEV-EMICODE EC 1 PLUS R.

■ Awarded the environmental label

"Blauer Engel" due to low emission

(RAL UZ 113).

■ Low in chromates; Giscode ZP 1.

■ Self levelling, can be applied by

surface scraper in upright position.

■ Pumpable.

■ Walkable after approx. 3 hours.

■ 25 kg heavy-duty PE lined paper bag

item no. 4202/1

Packaging size

0767

PCI Augsburg GmbH
Piccardstraße 11 

D-86159 Augsburg 

                       DE0047/01

13

EN 13813

 Cement based floor leveller  

for use internally in buildings

EN 13813 CT-C25-F5

Reaction to fire A2fl-s1

Release of corrosive substances CT

Compressive strength C25

Flexural strength F5
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Technical data

Material

Application

* At + 23 °C and 50 % relative humidity. Higher temperatures reduce, lower temperatures increase the times given. Higher humidity increases the times given.

Material base special cement, mineral fillers, redispersible polymeric powder,

additives

Components single-component

Consistency powder

Colour grey

Labelling to

- Carriage of Dangerous Goods by Road, 

Rail and Inland Waterways

non hazardous

- Regulation (EC) no. 1272/2008 (CLP) Causes damage to eyes, irritant to skin. Contains cement.

For further information: see Health and Safety.

Shelf life min. 6 months when stored in dry conditions, no permanent

storage over + 30 °C. Tightly seal open units and use up within

a short period of time.

Consumption approx. 1.6 kg of powder per m² and mm layer thickness

Layer thickness 0.5 to 15 mm; from 2 to 15 mm for parquet or laminate flooring

to be glued; from 2 to 5 mm on mastic asphalt screeds

Ambient and substrate temperature + 10 °C to + 25 °C

Mixing ratio 25 kg of USP 32 + 6 to 6.5 l of water

For partial quantities:

1 kg of USP 32 + 240 to 260 ml of water

Consistency (after mixing) very fluid

Working time* approx. 30 minutes

Curing time*

- walkable after approx. 3 hours

- grindable after approx. 1 day

- able to be covered after approx. 1 day at 2 mm layer thickness

Suitable to glue parquet or laminate flooring from 2 mm minimum layer thickness

Suitable for exposure to chair castors from 1 mm minimum layer thickness

■ The requirements in accordance with

the German standards DIN 18 365

and/or DIN 18 356 apply.

■ The substrate must be clean, dry,

structurally sound, able to bear

weight, free from oil and grease, old

paint and other residues which could

impair adhesion.

■ Remove heavy contamination and

residues and/or surfaces which could

impair adhesion by mechanical means

(shot-blasting, grinding). Fill spalled

areas and holes with STL 39.

■ Fill existing cracks with suitable 

PCI cast resins.

■ USP 32 must be prevented from

overflowing into perimeter joints by

taking suitable measures, e.g.

temporary barrier strips.

■ Prior to the application of a filler

coat/floor leveller with USP 32,

adhesive residues on the substrate

are to be rough-ground and removed

before priming when parquet or

laminate is to be glued.

■ The tensile strength at the surface of

the prepared areas must not fall

below 1.0 N/mm² on average when

parquet or laminate is to be glued.

Preparation of substrate
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█1 Pour cool gauging water in a clean

mixing vessel, add USP 32 and mix with

a suitable paddle (e.g. from Collomix) for

at least 3 minutes until free of lumps.

█

2 Pour USP 32 onto the cured primer

and spread to the required layer

thickness using a trowel or pin leveller.

De-aerate with a spiked roller during the

installation.

Application procedure of USP 32

■ In case of increased residual moisture

in cementitious substrates use VG 5

PU primer or VG 7 and/or VG 7 S

epoxy primer and contact the 

PCI Technical help-line.

■ Never add water or moist USP 32 to

reconstitute a mortar mix which has

already begun to set.

■ It is important to adhere to the

indicated amount of gauging water

when mixing USP 32. Additives are

not allowed.

■ The amount of gauging water is to be

reduced to 6 litres in case of an

increasing layer thickness.

■ The thicker the layers the longer the

waiting time until the substrate can be

covered.

■ If a second layer is required it should

be applied onto the first layer while

still moist. If the first layer has cured

prime with VG 2 multi-use primer or

VG 1 S dispersion primer.

■ The minimum layer thickness must

not be less than 2 mm all over the

entire surface when parquet or

laminate flooring is glued on to

USP 32.

■ A maximum layer thickness of 5 mm

must not be exceeded on mastic

asphalt screeds.

■ Suitable tools are available from e.g.

Collomix GmbH, Horchstraße 2,

85080 Gaimersheim/Germany,

www.collomix.de.

■ Clean tools, machinery and mixing

equipment with water immediately

after use, once cured product can no

longer be removed with water.

Please note

This product contains cement. Contact

with moisture or gauging water sets off

an alkaline reaction which may cause

skin irritation and/or caustic burns to

mucous membranes (e.g. eyes). Causes

skin irritation. Causes serious damage

to eyes. Keep out of reach of children.

Wear suitable gloves and eye/face

protection. If in eyes: Rinse cautiously

with water for several minutes. Remove

contact lenses, if present and easy to

do. Continue rinsing. Get immediate

medical advice/attention. If skin irritation

occurs: Get medical advice/attention.

Low in chromates.

Giscode: ZP 1

For further information refer to the PCI Material Safety
Data Sheet.

Health and Safety

■ Prime substrates with VG 2 multi-use

primer (undiluted or diluted 1:1 with

water depending on the substrate) or

VG 1 S dispersion primer. Observe

the drying times of the primer! See

technical data sheets for detailed

information.

Priming
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Technical Data Sheet Nr. 21, Any subsequent publication supersedes this edition. 
Edition June 2014; the latest edition is always available on the Internet under www.pci-bodenleger.com

PCI Augsburg GmbH

Piccardstr. 11

86159 Augsburg

P.O.B. 10 22 47

86012 Augsburg

Germany

Tel. +49 (821) 59 01-0

Fax +49 (821) 59 01-390

www.pci-bodenleger.com

In view of widely varying site  conditions
and fields of application of our products
this technical data sheet is meant to
provide general application guidelines
only. This information is based on our
present knowledge and experience. The  customer is
not released from the obligation to conduct careful
testing of suitability and  possible application for the
intended use. The customer is obliged to contact the
technical help-line for fields of application not
expressly stated in the technical data sheet under
"Fields of  Application". Use of the product beyond
the fields of application as stated in the technical
data sheet without previous consultation with PCI
and  possible resulting damages are in the sole
 responsibility of the customer. All descriptions,

drawings, photographies, data, ratios, weights a.o.
stated herein can be changed without advance notice
and do not represent the condition of the product as
stipulated by contract. It is the sole responsibility of
the recipient of our products to observe possible
proprietary rights as well as existing laws and
provisions. The reference of trade names of other
companies is no recommendation and does not
exclude the use of products of similar type. Our
information only describe the quality of our products
and services and are no warranty.
Liability is  accepted for incomplete or incorrect
particulars in our data sheets only in the event of
intent or gross negligence, without prejudice to
claims under product liability laws. All transactions
are subject to our Terms of Sale and Supply.

Disposal of product residues

Do not empty product/residues of

material into drains, bodies of water or

ground. Mix powder product residues

with water and allow to cure. Cured

material residues can be disposed of as

construction waste.

The Declarations of Performance can be

downloaded on the Internet under

www.pci-bodenleger.com/produkte/

leistungserklaerung.

Declaration of Performance


